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﻿RADIO

AUDIO AND VIDEO﻿

TECHNICAL
SPECIFICATION EEPROM - BLUETOOTH - MECHLESS

TUNER AM/FM RDS World Tuner
AUDIO SOURCE USB - SD CARD - A2DP - AUX IN
BLUETOOTH Hands Free (HFP) - Audio Streaming (A2DP)
MEDIA MP3 - WMA
DISPLAY LCD with WHITE segments
KEY & KNOB RED color light
FRONT PANEL Detachable
AUDIO POWER 4 x 40 Watt max
POWER SUPPLY 12 Volt
MAIN CONNECTOR ISO built in
ANTENNA CONNECTOR DIN Female built in
DIMENSIONS 1 DIN standard Short body

P/N DESCRIPTION

7137567 RADIO ES 6180 BT

CHARACTERISTICS
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﻿RADIO

AUDIO AND VIDEO﻿

TECHNICAL
SPECIFICATION EEPROM - DAB TUNER - BLUETOOTH - MECHLESS

TUNER AM/FM RDS World Tuner - DAB Tuner
AUDIO SOURCE USB - MICRO SD - A2DP - AUX IN
BLUETOOTH Hands Free (HFP) - Audio Streaming (A2DP/AVRCP)
MEDIA MP3 - WMA - FLAC
DISPLAY DOT Matrix WHITE
KEY & KNOB RED color light
FRONT PANEL Detachable
AUDIO POWER 4 x 40 Watt max
POWER SUPPLY 12 Volt
MAIN CONNECTOR ISO built in
ANTENNA CONNECTOR AM/FM: DIN Female - DAB: SMB Male
DIMENSIONS 1 DIN standard Short body

P/N DESCRIPTION

7137574 RADIO ES 6180 DAB

CHARACTERISTICS
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﻿RADIO

AUDIO AND VIDEO﻿

TECHNICAL
SPECIFICATION EEPROM - DAB TUNER - BLUETOOTH - MECHLESS

TUNER AM/FM RDS World Tuner - DAB Tuner
AUDIO SOURCE USB - A2DP - AUX IN
BLUETOOTH Hands Free (HFP) - Audio Streaming (A2DP/AVRCP)
MEDIA MP3 - WMA
DISPLAY LCD with WHITE illumination and BLACK segments
KEY & KNOB RED color light
FRONT PANEL Fixed panel
AUDIO POWER 4 x 40 Watt max
POWER SUPPLY 12/24 Volt
MAIN CONNECTOR ISO built in
ANTENNA CONNECTOR AM/FM: DIN Female - DAB: SMB Male
DIMENSIONS 1 DIN standard Short body

P/N DESCRIPTION IP

7137594 RADIO DP 6400 DAB 12 AND 24 V POWER SUPPLY WITH TIMER 54

NOTES AND CHARACTERISTICS

Dust & Spray resistant for heavy duty installation
Works with 12V and 24V vehicle systems power supply without adapters
Timer function allows to choose a predetermined period for radio working without the switched power supply
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﻿

AUDIO AND VIDEO

IMG P/N DESCRIPTION CONE BASKET

1 7697320 2 WAY COAXIAL EL 87 Paper Steel
2 7697321 2 WAY COAXIAL EL 100 Paper Steel
3 7697322 2 WAY COAXIAL EL 130 Paper Steel

SPEAKERS

1 2 3

TECHNICAL
SPECIFICATION

7697320
2 WAY COAXIAL EL 87

7697321
2 WAY COAXIAL EL 100

7697322
2 WAY COAXIAL EL 130

DIMENSIONS 87 mm 100 mm 130 mm
DEPTH 42 mm max 50 mm max 46 mm max
POWER Nominal: 35 Watt Max: 50 Watt Nominal: 35 Watt - Max: 75 Watt Nominal: 40 Watt - Max: 80 Watt
EFFICIENCY 87 dB 88 dB 90 dB
FREQUENCY RESPONSE 100 ÷ 20000 Hz 90 ÷ 16000 Hz 80 ÷ 16000 Hz
IMPEDANCE 4 Ω 4 Ω 4 Ω
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AUDIO AND VIDEO

IMG P/N DESCRIPTION CONE BASKET

1 7697323 2 WAY COAXIAL EL 165 Paper Steel
2 7697330 2 WAY COAXIAL EL 4X6 Paper Steel
3 7697332 2 WAY COAXIAL NEODYMIUM TWEETER Polycarbonate Steel

SPEAKERS

1 2 3

TECHNICAL
SPECIFICATION

7697323
2 WAY COAXIAL EL 165

7697330
2 WAY COAXIAL EL 4X6

7697332
2 WAY COAXIAL

NEODYMIUM TWEETER

DIMENSIONS 165 mm 90 x 150 mm 100 mm
DEPTH 57 mm max 45 mm max 42 mm max
POWER Nominal: 50 Watt - Max: 100 Watt Nominal: 25 Watt - Max: 50 Watt Nominal: 40 Watt - Max: 80 Watt
EFFICIENCY 92 dB 91 dB 91 dB
FREQUENCY RESPONSE 70 ÷ 16000 Hz 60 ÷ 20000 Hz 90 ÷ 20000 Hz
IMPEDANCE 4 Ω 4 Ω 4 Ω
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﻿SPEAKER GRILLS

AUDIO & VIDEO﻿ - MOUNTING ACCESSORIES

IMG P/N DESCRIPTION DIMENSIONS
Ø mm

FRAME
MATERIAL

GRID
MATERIAL

1 7122003 SQUARE GRILL WITH VISIBLE SCREWS 100 Plastic Metal
7122020 SQUARE GRILL WITH VISIBLE SCREWS 130 Plastic Metal

2 7122012 ROUND GRILL WITH HIDDEN SCREWS 100 Plastic Metal
3 7122018 ROUND GRILL WITH VISIBLE SCREWS 100 Plastic Metal

7122022 ROUND GRILL WITH VISIBLE SCREWS 130 Plastic Metal
7122019 ROUND GRILL WITH VISIBLE SCREWS 165 Plastic Metal

4 7122026 BOX FOR SPEAKER 100 Plastic Metal

1

3

2

4

NOTES

P/N 7122026 Allows to mount the 100 mm speakers type on the dashboard, under the roof or in any other position inside the vehicle
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﻿MOUNTING ACCESSORIES

AUDIO & VIDEO﻿

IMG P/N DESCRIPTION DIMENSIONS
mm

FRAME
MATERIAL

GRID
MATERIAL

1 7122017 1 DIN COVER 189 x 66 Plastic Metal
7122138 2 DIN COVER 189 x 110 Plastic Metal

2 7122025 BLACK FRAME FOR 1 DIN RADIO WITH ROUNDED PROFILE
Int. 1 DIN standard
Ext. 195 x 68 max

Plastic Metal

1 2

NOTES

P/N 7122017 - 7122138 Allows to cover the radio preparation compartment
P/N 7122025 Allows to adapt the radio slot to the 1 DIN standard



﻿

66

﻿

AUDIO AND VIDEO

IMG P/N DESCRIPTION

1 7137730 MON-7012 LCD - TFT DISPLAY
2 7137731 MON-7012 Q LCD - TFT DISPLAY - MULTIVISION SYSTEM
3 7137780 MON-7010 Q AHD - LCD - TFT DISPLAY - MULTIVISION SYSTEM - DIGITAL VIDEO RECORDING (DVR)

MONITORS

1 2 3

TECHNICAL
SPECIFICATION

7137730
7012

7137731
7012 Q

7137780
7010 Q AHD

DISPLAY SIZE 7 " 7 " 7 "
VIDEO SYSTEM PAL/NTSC automatically selected PAL/NTSC automatically selected PAL/NTSC automatically selected
SCREEN RATIO 16:9 16:9 16:9
RESOLUTION 800 x 480 pixel 800 x 480 pixel 1024 x 600 pixel
IMAGE DISPLAY Single Single and multivision support Single and multivision support
CONTRAST 500:1 500:1 800:1
REAR VIDEO INPUTS 3 4 4
FRONT AUDIO/VIDEO INPUTS 1 1 1
SETTING MENU OSM Multilingual OSM Multilingual OSM Multilingual
POWER SUPPLY 12/24 Volt 12/24 Volt 12/24 Volt
CAMERA CONNECTOR TYPE 4 PIN 4 PIN 4 PIN
DIMENSIONS (WxHxD) 180x121x23 mm 180x121x23 mm 180x121x24 mm

NOTES

P/N 7137731 Multivision system supports up to 4 cameras at the same time
P/N 7137780 Multivision system and Digital Video Recording (DVR) work with up to 4 cameras at the same time
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﻿CAMERAS

AUDIO AND VIDEO﻿

NOTES

P/N 7137767 CDS System assures a higher quality night vision. Compatible with MTA Antenne MON-7010 Q AHD
P/N 7137738 Special design for buses, coaches, motorhomes and industrial vehicles. Suitable to eliminate blind spot
P/N 7137747 Suitable for built-in installation

IMG P/N DESCRIPTION RESOLUTION SENSOR
TYPE

VIEWING
ANGLE

NIGHT
VISION IP

1 7137735 CAM-103 BLACK 600 TV lines 1/3 CCD Colour 120° 18 infrared LED lights 68
7137748 CAM-103 WHITE 600 TV lines 1/3 CCD Colour 120° 18 infrared LED lights 68

2 7137767 CAM-127 AHD 1280 x 720 max 1/3 CMOS 140° CDS system 69K
3 7137738 CAM-970 600 TV lines 1/4 CCD Colour 120° 10 infrared LED lights 68
4 7137747 CAM-102 480 TV lines CMOS 120° 10 infrared LED lights 67

1

3

2

4

TECHNICAL
SPECIFICATION

7137735 / 7137748
CAM-103

7137767
CAM-127

7137738
CAM-970

7137747
CAM-102

VIDEO SYSTEM PAL PAL PAL PAL
MINIMUM ILLUMINATION 0,5 lux 0,1 lux 0,5 lux 0,05 lux
CONNECTOR 4 PIN 4 PIN 4 PIN 4 PIN
POWER SUPPLY 12 Volt supplied from the monitor
SHOCKPROOF 4G 4G 4G 4G
WEIGHT 400 g 300 g 250 g 120 g
DIMENSIONS (WxHxD) 77x54x77 mm 86x77x75 mm 129x59x205 mm Ø 26 mm
MOUNTING U bracket U bracket Screw Max mounting depth 62 mm
MATERIAL Aluminum alloy Aluminum alloy Aluminum alloy - Plastic Aluminum alloy
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﻿TRAILER EXTENSION CABLES

AUDIO & VIDEO﻿

1 2

IMG P/N DESCRIPTION

1 7137754 1 CAMERA ON TRAILER
2 7137755 2 CAMERAS ON TRAILER

TECHNICAL
SPECIFICATION

COMPATIBILITY MTA Antenne Camera systems
CABLE TYPE High resistant and flexible spiral cable
CONNECTIONS Heavy duty with secure lock
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﻿4 PIN EXTENSION CABLES

AUDIO & VIDEO﻿

P/N DESCRIPTION LENGTH
mm

7137734 HIGH RESISTANT EXTENSION CABLE 5000
7137739 HIGH RESISTANT EXTENSION CABLE 10000
7137740 HIGH RESISTANT EXTENSION CABLE 20000

TECHNICAL
SPECIFICATION

COMPATIBILITY MTA Antenne standard and HD cameras
CABLE TYPE High resistant multicore cable
CONNECTIONS 4 PIN with secure lock

NOTES

Dedicated cables for video signals and power supply to connect MTA Antenne cameras and monitors
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﻿ADAPTERS

AUDIO & VIDEO

IMG P/N DESCRIPTION

1 7137742 ADAPTER TO CHANGE THE MONITOR CONNECTOR FROM 4 PIN TO RCA
2 7137743 ADAPTER TO CHANGE THE CAMERA CONNECTOR FROM 4 PIN TO RCA

TECHNICAL
SPECIFICATION

COMPATIBILITY MTA Antenne standard and AHD monitor
CABLE LENGTH 300 mm
CONNECTIONS 4 PIN with secure lock and RCA

1 2




